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Attachments

Boom Pole

Grapple Bucket, 44"
The mini skid steer Grapple Bucket is a versatile, and great 
choice for anyone who owns a mini skid steer. Easily pick 
up logs, rock, left over building supplies or any other type 
of debris. They are built with top quality steel, have 1–1/2" 
bore by 6" stroke cylinders, oversized pins and bushings, 
with grease fittings at every pivot point. Every unit exceeds 
the lifting capacity of the machine it is attached to.

The mini skid steer Boom Pole is an essential tool for 
anyone in the landscaping or nursery industry. Easily pick 
up trees to be planted, transported or loaded. The boom is 
constructed from 3" x 3" tubing that is 1/4" thick, and is 
rated to carry 3,000 lbs.

• Constructed from 1/4" thick, 3" x 3" tubing 

• Rated to carry 3,000 lbs.

• 2" bore by 10" stroke cylinder, rated at 4,000 PSI

• Grease fittings at every pivot point

• Optional weld on teeth

Brush Cutter
The mini skid steer Brush Cutter easily fits into tight places 
that your standard skid steer brush cutter can’t reach. It 
offers a 42” cut to tackle even the most demanding jobs, 
and has the capability of cutting 3” brush in a single 
pass. Standard features include a Parker motor, Omni 
gear box and can be equipped with an optional oil inter 
cooler.

• 42” cut

• Flow range of 10-15 GPM

• Optional oil inter cooler
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Low Profile Bucket, 44"

Low Profile Bucket, 38"
The mini skid steer Low Profile Bucket is ideal for moving, 
digging and grading dirt or gravel.

The mini skid steer Low Profile Bucket is ideal for moving, 
digging and grading dirt or gravel.

• Optional weld on teeth are available

• 3/16" bucket wrap

• 1/2" x 4" edge

• Optional weld on teeth are available

• 3/16" bucket wrap

• 1/2" x 4" edge

Grapple Rake, 44"
The mini skid steer Grapple Rake is ideal for raking up 
debris. The grapple can then be used to load the debris 
into a dump truck. The shape of the grapple rake makes 
it easy to roll debris into tight piles if you are planning 
to burn. We use twin 1–1/2" bore by 6" stroke cylinders, 
rated at 3,000 psi to handle the toughest jobs. Our mini 
skid steer Grapple rake is built with 3/8" top quality steel.

• Twin 2" bore by 10" stroke cylinders

• Unique design makes it easy to roll debris 
 into tight piles
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Root Grapple, 44"

Snow & Litter Bucket, 48"
The mini skid steer Snow & Litter Bucket is ideal for 
lifting large volume, low weight material such as snow, 
mulch, manure, sawdust, shavings and any other type of 
loose or light debris.

Our mini skid steer Root Grapple is perfect for the compact 
tractor. They are built strong yet very light weight, and 
feature a 2" bore by 10" stroke cylinder. 

• 2" bore by 10" stroke cylinder

• 3/8" steel

• Designed for large volume, low weight material

• 3/16" bucket wrap

• 1/2" x 4" edge

Rock Bucket, 44"
The mini skid steer Rock Bucket is made from top quality 
steel and is ideal for sifting out large rocks. It works great 
in pastures, lawns or construction sites, and will catch 
any rock or piece of debris that is larger than 2– 3/8".

• Optional weld on teeth

• 3/8" tines

shown with optional teeth
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Land Leveler, 44"

Pallet Forks, 31"
Our mini skid steer pallet forks fit the MT50, MT52, 
MT55 and Bobcat 463. These are class 1 fork tines with 
a standard length of 31". Rated at 2800lbs.

Our mini skid steer Land Leveler is used to cultivate, 
grade, cut, and mainly level land. This attachment is 
not designed to transfer large amounts of dirt. They are 
specifically used for leveling jobs such as dirt roads and 
gravel driveways.

4 N 1, 48"
The 4-N-1 bucket is very versatile attachment for your mini 
skid steer and are ideal for grappling, dozing, backfilling, 
loading, digging and fine grading.

The cylinders on our mini skid steer 4-N-1 Buckets have 
a 2.5" bore by 8" stroke. They are equipped with a 3/4" x 
6" cutting edge and 1/2" x 4" at all other ground engaging 
points. They are also built with top quality steel, oversized 
points and bushings, with grease fittings at every pivot point. 
Every unit exceeds the lifting capacity of the skid steer 
machine it is used on.

shown with optional teeth
• 2.5" bore by 8" stroke cylinders
• Grease fittings at every pivot point
• Optional weld on teeth
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Pallet Forks, 42"
Our mini skid steer pallet forks fit the MT50, MT52, 
MT55 and Bobcat 463. Rated at 2800lbs.
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