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These are the all-in-one multi-tool of the industry. The C-Series dump trailers have a low profile design ranging from 2,999 lbs.
to 14,000 lbs. GVWR. These low profile dump trailers offer the ability to haul your equipment to the job and then use it to fill the
dump body with a monster payload. Unsurpassed versatility abounds with three dump trailer models to choose from, all loaded
with standard features which can be combined with a multitude of options. We challenge you to find a low profile dump trailer
that can compare to our C-Series in quality, features and price.

Dump Trailers

Dump Trailers
Specifications C-500 C-1500 C-2500 D-10
Overall Length 11' 10" 15' 2" 18' 2" 14' 5"
Overall Width 73" 98" 102" 82"
Bed Length (inside) 8' 10' 12'-14’ 10'
Bed Width (inside) 62"  74" 79" 74"
Deck Height 23 1/2" 20" 26" 34"
Hitch Height 16" 12"-20" 16"-20" 20"-24"
Mainframe 4" channel@5.4 lbs. 5" channel@6.7 lbs. 6" channel@10.5 lbs. 5 x 2 x.187 tubing
Cross-Members 2" channel@2 lbs. 3" channel@4.1 lbs.   4" channel@5.4 lbs. 3" channel@4.1 lbs.  
Hitch 2 5/16" welded 2 5/16" adjustable ball or pintle 2 5/16" ball coupler
Axles (1) 3,500 lbs.  (2) 5,200 lbs. 4" drop (2) 6,000 lbs. 4" drop (2) 5,200 lbs.

EZ lube EZ lube EZ lube EZ lube
Brakes Optional Standard electric brakes (both axles)
Suspension Double eye Slipper leaf springs 
Wheel Size 5 bolt 15" white spoke 6 bolt 15" silver mod. 15" 6-bolt
Tires 205/75D-15 225/75D-15

LR “C” 1,820 lbs. LR “D” 2,540 lbs.
load cap. load cap.

Jack Capacity 3,500 lbs. drop leg 7,000 lbs. drop leg
GVWR 2,999 lbs. 10,000 lbs.
Trailer Weight 1,400 lbs. 2,700 lbs. 3,600 lbs. 2,460 lbs.
Floor 12 gauge 11 gauge 10 gauge 11 gauge
Stake Pockets 6 11 13
Cylinder (1) 3x24 (1) 4x30 (1) 5x16 hyd. scissor hoist (1) 4x30
Dump Angle 48° 47° 48°
Box Capacity 2.5 cu. yd. 3.8 cu. yd. 5.4 cu. yd. 3.8 cu. yd.
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